
COALA PHOTO SATIN 240

COALA PHOTO SATIN 240

MATERIAL DESCRIPTION

PRODUCT DESCRIPTION APPLICATIONS

BENEFITS

Coala Photo Satin 240 is an exceptional universal photo paper with microporous colour receiver layer. Outstanding 
media colour consistency, large colour gamut, excellent image sharpness, smear-resistant, very consistent lay-flat, 
instant dry, universal compatibility. FSC certified.

• Basic weight: 247 ± 5 g/m2 (ISO 536)

• Paper thickness: 245 ± 7 mic (ISO 534)

• Gloss (BYK) 60°: 17 ± 5 %

• Opacity: >86 % (ISO 2471)

• CIE Whiteness: (fs) 145 ± 10 (ISO 11475)

• Shade (fs): L* 94.2 ± 0,5 (ISO 5631-2)

                 a* -0.4 ± 0.3 (ISO 5631-2)

                 b* -2.4 ± 0.5 (ISO 5631-2)

• delta b: 10.8 ± 0.8 (ISO 5631-2)

• Large Format Printing like POS signage

• Posters

• Exhibition Graphics Portrait

• Graphic Art Reproduction

• Unique microporous coating non  
  reflective for instant dry prints with  
  both dye and pigmented inks

• Extra white appearance for great  
  colour vibrancyDIRECTIONS FOR USE

• Store material only in original boxes, out of direct  
  sunlight under normal climatic conditions
  (23°, 50% RH). 

• You can improve results by using the best possible  
   printer settings; 

• Hot and Cold Lamination possible

The following technical details are issued to the best of  our 
knowledge, however, without any responsibility for results 
due to several different kinds of  material and application 
processes. Therefore, we highly recommend that before 
every usage a test should be conducted on the original 
material. Antalis cannot be responsible for any damage to 
the printer caused by printing our media.
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