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CHARACTERISTICS 
 

 

DESCRIPTION 
• Papier anti-corrosion, Branofol M4.08 XS 

• House à rabat VCI anti-corrosion 

MATERIAL 
• Polyéthylène, bleu  

• Rouleau prédécoupé  

• Boîte de 50 pièces    

ADVANTAGES 

• Évite les opérations de huilage et de finition grasse  

• Sûr, écologique et sans risqué pour la santé  

• Conforme aux norms techniques TRGS 615 

• Utilisable directement sans nettoyage   

APPLICATIONS  

• Multi-métaux : acier, fonte, acier galvanisé, nickel, aluminium, chrome, 
zinc, cuivre et alliages 

• Dans les cas du cadmium et des alliages au magnesium, un essai est 
recommandé  
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TECHNICAL DATA
 

 

SPECIFICATION STANDARD VALUE UNIT 

Matière  - Polyéthylène  - - 

Couleur  - Bleu   - - 

Densité   ISO 4593 80 +/-8 g/m² 

Dimensions  - 900 x 1400 - mm 

Résistance à la traction   ISO 527-3/2/500 
Verticale >25 

Transversale > 25 
- kN/m 

Allongement  ISO 527-3/2/500 
Verticale >600 

Transversale > 500 
- kPa 

 
 

 
 

 

 
 

 
 

 
 

 

 
 

REGARDING TOLERANCES 

All Technical data provided are average values.  

Very slight variations are possible due to material tolerances.  

We advise to test the required material to ensure suitability for intended application.  
 

All specifications of Antalis supplied products are confidential and may not be forwarded to third parties  

without written consent of Antalis.  

http://www.antalis.com/

